PATH

PATH

CDS UNIT ASSEMBLY

(CUTAWAY VIEW)

(LEFT—HANDED UNIT SHOWN)

STORM DRAIN
INLET (UPSTREAM) PIPE \

MH BASE (SUMP): /

(HEIGHTS VARY AS REQ’D)
TYP. WT.=5,000-Ibs

FRAME & COVER

TOP SLAB:
TYP. WT.=3,000-Ibs

ACCESS RISER:
(HEIGHTS VARY AS REQ'D)
TYP. WT.=1,300 Ibs/LF

FIBERGLASS
/ OIL BAFFLE

FIBERGLASS SEPARATION
/ CYLINDER & INLET

SEPARATOIN
/ SCREEN

CDS MODEL PMSUZ0_15

\ SEPARATION CHAMBER:

STORM DRAIN
OUTLET (DOWNSTREAM) PIPE

(HEIGHTS VARY AS REQ'D)
TYP. WT.=8,000—Ibs

STORMWATER TREATMENT UNIT

™

CDS

TECHNOLOGIES

PROJECT NAME
CITY LOCATION

SCALE
JOB# JOB# ROASE
DATE: DATE SHEET
DRAWN: DRAWN J[
APPROV. APPROV.

16360 MONTEREMIRIRESHITE 250 MORGAN HILL, CA 95037

TEL: (888) 535-7559 FAX: (408) 782-0721

24" MH COVER AND
FRAME, ONE OF TWO

GRADE RINGS AND/OR

RIM EL=TBD

¢ CDS MH
¢ SEPARATION

SECTION A-—A

PROFILE VIEW

NOTE: TOUGUE AND/{~
GROOVE JOINT

DETAILS VARY

GROUT AS NEEDED_\ || CHAMBER
IR | B RS \

4:, 4 4, 4 S .*7 L
Ny
4 SN SRS an

10"
S

. 5,_0”¢ P

TO BE
DETERMINED

BN - RENAA
2/ o\
FIBERGLASS
7 SEPARATION 7
CYLINDER L
FLOW - FLOW
9 ~ ==y %
CDS S| ° §
IE IN/OUT=TBD INLET L] |
Z &% ]
SD INLET—/ ‘o oy |25'¢ SS316 - \SD
R SEPARATION . OUTLET
SCRlEEN 1;*
et e 5—0" TYP
|\ e %1// e DEPTH BELOW
OUTLET INVERT
“ | VARIES, L
< [247 TYP SUMP -
BASE EL=TBD S TR, e e
NOTES: - * 6'—0"0 TYP -
1. OVERSIZED CORES ARE PROVIDED TO ACCOUNT FOR DIFFERENT
PIPEWALL THICKNESSES—ENSURE SUFFICIENT EXCAVATION DEPTH
TO ATTAIN INDICATED (EXTERNAL) SUMP INVERT ELEVATION. CDS MODEL
2. CDS UNIT IS TYPICALLY DELIVERED W/ FIBERGLASS INLET/DIVERSION
STRUCTURE, OIL BAFFLE AND SCREEﬁ CYLINDER PRE—INéTALLED. FOR PMSU20—15
FIELD ASSEMBLY OF INTERNAL COMPONENTS, THE GREEN FLANGE OF STRMWTR TRTMNT UNIT
THE SCREEN CYLINDER SHALL FACE UP.
SCALE
JOB# JOB# SCALE
™ PROJECT NAME DATE:  DATE SHEET
(@ P » CITY LOCATION  |wwn DRAWN 4
TECHNOLOGIES APPROV. APPROQOV.
ADDRESS

PATH

PLAN VIEW

60"¢ 1D MH, 24’¢ MH
(72" oD TYP)_\ COVER AND FRAME
T

CDS INLET

OIL BAFFLE

SEPARATION 24’9 MH
CYLINDER COVER AND FRAME

NOTE:

CDS UNIT IS SHIPPED COMPLETE WITH FIBERGLASS INLET/OIL
BAFFLE AND SEPARATION SCREEN ASSEMBLY PRE—INSTALLED.

CDS MODEL PMSUZ0_15
STORMWATER TREATMENT UNIT

¢ CDS MH &
PIPE INLET
60°¢ ID MH, 1 ¢ CHAMBER AND
(72" OD TYP) ‘ SUMP ACCESS
INLET FLANGES FASTENED Ty o

WITH 316SS EXPANSION

SECTION B-B

CORES PROVIDED

ANCHORS BY PRECASTER
SD INLET /—SD OUTLET
FLOW ‘ R
- oY -—¢ CDS MH &
2 PIPE INLET

SEPARATION SCREEN
WITH 316SS EXP

NOTE:

CDS UNIT IS SHIPPED COMPLETE WITH FIBERGLASS INLET/OIL
BAFFLE AND SEPARATION SCREEN ASSEMBLY PRE—INSTALLED.

N
|
KK
59%:¢
<<<<§

¢ CHAMBER AND
SUMP ACCESS

R

XK

OIL BAFFLE FASTENED TO
MH W/ 316SS ANCHORS

ATTACHED
ANCHORS '

CDS MODEL PMSUZ0_15
STORMWATER TREATMENT UNIT

SCALE
JOB# 1"=24"
™ PROJECT NAME DATE: SHEET
C CITY LOCATION DA ~
TECHNOLOGIES APPROV.

16360 MONTEREY RD. SUITE 250 MORGAN HILL, CA 95037 TEL: (888) 535-7559 FAX: (408) 782-0721

™

CDS

TECHNOLOGIES

SCALE
JOB# 1"=24"
PROJECT NAME oATE, SHEET
CITY LOCATION DA 3
APPROV.

16360 MONTEREY RD. SUITE

250 MORGAN HILL, CA 95037 TEL: (888) 535-7559 FAX: (408) 782-0721

HDPE HYDRAULIC SHEAR PLATE ({3_ RISER SECTIONS
7, @ ¢ SEPARATION
%.7// ! SECTIONS
15" ID W Jn : . I1L W
24" OD i L
(NOT TO SCALE) @ Iu /% ui
@ s : TO BE
PLACE 2x CONTINUOUS BANDS OF MASTIC e DETERMINDED
ROPE ON VERTICAL AND HORIZONTAL SUR-— Il
FACES OF SUMP (MH BASE) T&G JOINT;
GROUT EXTERIOR MH JOINT IF NECESSARY. 'EleEE—\ \ EEFEESAI}/TSE i J7 [SE)TELET
x CYLINDER e
FLOW ~~ e
cos | Tr————- =
= INLET 1_ B
_____ 2 ]
o » |25"¢ SS316 _{
24" SEPARATION .,
SCREEN 14
T ) * 5-0" TYP
5 | DEPTH BELOW
/ = OUTLET INVERT
SUMP

CONSTRUCTION NOTES:

A. ENSURE THAT INTERNALS ARE SECURED TO THE CONCRETE
BEFORE STACKING MANHOLE STRUCTURES.

B. APPLY BUTYL MASTIC AND/OR GROUT TO SEAL JOINTS OF MANHOLE STRUCTURE. APPLY LOAD TO
MASTIC SEAL IN JOINTS OF MH SECTIONS TO COMPRESS SEALANT IF NECESSARY. UNIT MUST BE
WATER TIGHT, HOLDING WATER UP TO FLOWLINE INVERT (MINIMUM).

C. BEFORE PLACING MORE PRECAST COMPONENTS OR BACK—FILLING, ENSURE FIBERGLASS INLET AND
PIPE INVERT ELEVATIONS MATCH.

D. IF INTERNALS ARE NOT PRE—INSTALLED, THE FIBERGLASS INLET, OIL BAFFLE & SEPARATION SCREEN NEEDS TO BE FASTENED
TO THE CONCRETE USING STEEL CLIPS & 3/8" X 3 3/4" SS EXPANSION BOLTS @ 12" O.C.

. SEAL FIBERGLASS TO CONCRETE USING CONCRETE REPAIR OR EQUIVALENT.

. GROUT PIPE CONNECTIONS TO SEAL JOINTS.

G. USE GRADE RINGS, BLOCKS AND/OR GROUT TO ENSURE PROPER GRADE (RIM) ELEVATION. SEAL AS
NECESSARY.

GENERAL NOTE'S:

1. CDS UNIT TYPICALLY DELIVERED WITH FIBERGLASS INLET/OIL BAFFLE & SEPARATION SCREEN ASSEMBLY
PRE—INSTALLED. OIL BAFFLE MAY HAVE TO BE REMOVED FOR DELIVERY AND RE—INSTALLED BY THE
CONTRACTOR.

2. HDPE HYDRAULIC SHEAR PLATE IS PLACED ON SHELF AT BOTTOM OF SCREEN CYLINDER.

REMOVE AND REPLACE AS NECESSARY DURING CLEANING.
. THE INTERNAL COMPONENTS ARE SHOWN IN THE RIGHT—HAND CONFIGURATION. THE GREEN FLANGE
ON THE SCREEN SHOULD BE INSTALLED FACE UP.

mm

[eN]

4. INSTALL CDS UNIT PER CDS INSTALLATION SPECIFICATIONS.
5. CONTRACTOR TO BE EQUIPPED TO HANDLE THE HEAVIEST PICK SECTION (APPROX. 10,000 LBS, TYPICAL).
6. OVERSIZED CORES ARE PROVIDED TO ACCOUNT FOR DIFFERENT PIPE WALL THICKNESSES.
7. CONTRACTOR TO ENSURE SUFFICIENT EXCAVATION DEPTH TO ATTAIN EXTERNAL SUMP INVERT ELEVATION.
SCALE
PMSU20 15 JoBf  JOB# SCALE
M INSTALLATION DATE: DATE SHEET
‘ : INSTRUCTIONS & DRAWN: DRAWN 5
recmoooes | MISCELLANEOUS NOTES  |ueerov. APPROV.

ADDRESS

WEIGHT: 15 LBS.

APPROX. WT.
132 LBS. (6") OR
263 LBS. (127)

APPROX. WEIGHT

BOX DESIGN LOAD:
H-20 TRAFFIC

FOR COMPLETE DESIGN,

AND PRODUCT INFORMATION,
CONTACT JENSEN PRECAST.

11/30/00
DH212-v2.dwg
© 2000 Jensen Precast

n = 30”

A. 04" 5
AB/ /\\\Z%

.q V. \

: N —— 10" X 16" THN
OF BOX. 602 LBS. 1L ] WALL KNOGKOUT.

SLEDGE OUT AS

© ke AL REQUIRED.

1212—HD|

127 LONG x 127 WIDE x 24”7 HIGH
DROP INLET WITH
ADJUSTABLE FRAME & GRATE

1212H GALVANIZED
GRATE AND FRAME
H-20 TRAFFIC RATED

OPTIONAL
6" OR 12’
RISER

Ly
v

(TYP. 4 PLACES)

JENSEN

PRECAST,

PLOT DATED: 06-23-06

Underground Service Alert

Call: TOLL FREE
1-800-227-2600

TWO WORKING DAYS BEFORE YOU DIG

DAVID R. GRAY, INC.
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PORTION OF LOTS 69 & 70, TRACT NO. 5252, M.B. 58—42
IN THE CITY & COUNTY OF LOS ANGELES, STATE OF CALIFORNIA

DETAIL SHEET
20223-20237 SATICOY STREET, WINNETKA

DESCRIPTION OF REVISION

DATE

NO.

JOB NO. 0367

JANUARY 2005
LA 530-D4

L: \0367\dwg\0367C1C2C3.dwg

6/23/2006 11:27:28 AM PST




